PARALLEL CONSTRUCTION CROSSINGS
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1. ZONES IDENTICAL ON EITHER SIDE OF CENTERLINE,

2. ZONE "P" IS A PROHIBITED ZONE, SECTION 84572 (A)
CALIFORNIA CODE OF REGULATIONS, TITLE 22

ZONE SPECIAL CONSTRUCTION REQUIRED FOR SEWER

A SANITARY SEWER MAINS PARALLEL TO WATER MAINS SHALL NOT 8E PERMITTED IN THIS ZONE WITHOUT PRIOR WRITTEN APPROVAL FROM THE
CALIFORNIA DEPARTMENT OF PUBLIC HEALTH AND CITY OF VENTURA, :

B IF THE WATER MAIN PARALLELING THE SANITARY SEWER MAIN DOES NOT MEET THE CASE 2 ZONE B REQUIREMENTS, THE SANITARY SEWER MAIN
SHOULD BE CONSTRUCTED OF ONE QF THE FOLLOWING:

1. HIG_H—DENSITY-POLYETHELYNE (HDPE) PIPE WITH FUSION-WELDED JOINTS {(PER AWWA C806-99};
2. SPIRALLY-REINFORCED HDPE PIPE WITH GASKETED JdiNTS (PER ASTM F-894);

3. EXTRA STRENGTH VITRIFIED CLAY PIPE WITH COMPRESSION JOINTS;

4, PVC SEWER PIPE {SDR 35) WITH RUBBER RING JOINTS (PER ASTM D3034) OR EQUIVALENT,

§. DUCTILE IRON PIPE WITH COMPRESSION JOINTS; OR

6, REINFORCED CONCRETE PRESSURE PIPE WITH COMPRESSION JOINTS (PER AWWA C302-06).

c IF THE WATER MAIN CROSSING BELOW THE SANITARY SEWER MAIN DOES NOT MEET THE REQUIREMENTS FOR CASE 2 ZONE C, THE SANITARY
SEWER MAIN SHOULD HAVE NO JOINTS WITHIN TEN FEET FROM EITHER SIDE OF THE WATER MAIN (IN ZONE C) AND SHOULD BE CONSTRUCTED OF
ONE OF THE FOLLOWING:

1.A COI\lTINUOUS SECTION OF DUCTILE IRON PIPE WITH HOT DIP BITUMINCOUS GOATING; OR
2. ONE OF THE ZONE D ORTIONS 1, 3, 4, OR 6 BELOW,

D IF THE WATER MAIN CROSSING ABOGVE THE SANITARY SEWER MAIN DOES NOT MEET THE CASE 2 ZONE D REQUIREMENTS, THE SANITARY SEWER

MAIN SHOULD HAVE NG JOINTS WITH IN FOUR FEET FROM EITHER SIDE OF THE WATER MAIN (IN ZONE D) AND BE CONSTRUCTED OF ONE OF THE .
FOLLOWING:

1. HOPE PIPE WITH FUSION-WELDED JOINTS {PER AWWA C806-99);

2. DUCTILE IRON PIPE WITH HOT DIP BITUMINQOUS COATING AND MECHANICAL JOINTS (GASKETED
BOLTED JOINTS); .

3. A CONTINUOUS SECTION OF CLASS 200 (DR 14 PER AWWA C800-87) PVC PIPE OR EQUIVALENT,
CENTERED OVER THE PIPE BEING CROSSED;

4. A CONTINUOUS SECTION OF REINFORCED CONGRETE PRESSURE PIPE (PER AWWA C302-95)
CENTERED OVER THE PIPE BEING CROSSED; OR

5, ANY SANITARY SEWER MAIN WITHIN A CONTINUOUS SLEEVE.
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NOTES:
1. ZONES IDENTICAL ON EITHER SIDE OF CENTERLINE.

2. ZONE "P" 18 A PRCHIBITED ZONE, SECTION 64572 {a)
CALIFORNIA CODE OF REGULATIONS, TITLE 22

ZONE  SPECIAL CONSTRUCTION REQUIRED FOR WATER

A NO WATER MAINS PARALLEL TO SANITARY SEWER SHALL BE CONSTRUGTED WITHOUT PRIOR WRITTEN APPROVAL FROM THE GALIFORNIA
) DEPARTMENT OF PUBLIC HEALTH AND CITY OF VENTURA.

B {F THE SANITARY SEWER PARALLELING THE WATER MAIN DOES NOT MEET THE CASE 1 ZONE B REQUIREMENTS, THE WATER MAIN SHOULD BE
CONSTRUGCTED OF ONE OF THE FOLLOWING:

1. HDPE PIPE WITH FUSION-WELDED JOINTS (PER AWWA C806-99);
2. DUCTILE IRON FIPE WITH HOT DIP BITUMINOUS COATING;
3. DIPPED AND WRAPPED ONE-FOURTH- INGH-THICK WELDED STEEL PIPE;
4. PRESSURE RATED PVC WATER PIPE (DR 14 F’ER AWWA C00-97 & C905-97) OR EQUIVALENT; OR
5. REINFORCED CONCRETE PRESSURE PIPE, STEEL CYLINDER TYPE, PER AWWA (C300-87 OR C301-88 OR C303-95).
C IF THE SANITARY SEWER MAIN CROSSING ABOVE THE WATER MAIN DOES NOT MEET THE REQUIREMENTS FOR CASE 1 ZONE C, THE WATER MAIN

SHOULD HAVE NO JOINTS WITHIN TEN FEET FROM EITHER SIDE OF THE SANITARY SEWER MAIN {IN ZONE C) AND SHOULD BE CONSTRUGTED OF ONE
OF THE FOLLOWING:

1. HDPE PIPE WITH FUSION-WELDED JOINTS (PER AWWA C206-99);
2. RUCTILE IRON PIPE WITH HOT DIP BITUMINOUS COATING;
3. DIPPED AND WRAPPED ONE-FOURTH-INCH-THICK WELDED STEEL PIPE;
4. CLASS 200 PRESSURE RATED PVC WATER PIPE (DR 14 PER AWWA C900-97 & C905-97), OR
5. REINFORCED CONCRETE PRESSURE PIPE, STEEL CYLINDER TYPE; PER AWWA {C300-97 OR C201-99 OR C303-95).
D IF THE SANITARY SEWER MAIN CROSSING BELOW THE WATER MAIN DOES NOT MEET THE CASE 1 ZONE D REQUIREMENTS, THE WATER MAIN

SHOULD HAVE NO JOINTS WITH IN EIGHT FEET FROM EITHER SIDE OF THE SANITARY SEWER MAIN {IN ZONE D) AND SHOULD BE CONSTRUCTED AS
FOR ZONE C.
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